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HUBATA SEALS LTD was founded, fully orientated towards trade with 
industrial and automobile seals.

The activities of the company are directed at the offer of products 
of quality, which shall satisfy the clients’ needs. 

Our firm desire to conquer the trust of the users is built on clearly 
defined policy and planned strategy. 

Our main goal is satisfaction of the clients’ requirements and lasting 
presence on the market. 

We have been keeping successful trade interrelations with 
European manufacturers of repute, aiming at the provision of 
quality and security for our clients for over ten years now. 

The Company offers a wide range of seals: shaft seals, O-rings, 
rubber cords, hydraulic and pneumatic seals, sealing rings, wipers 
and others. 

There are over 15 000 sizes with great diversity of the materials 
(NBR, FKM, VMQ, EPDM, PTFE, CR and others) with a various degree 
of hardness, satisfying any specific needs and a possibility for 
application in various working environments.

Permanent and strict control over the products incoming into the 
storehouses shall provide for excellent quality and high level of 
precision.

Modern organization and the highly qualified personnel guarantee 
what we deem as the most important: first class attendance and 
contented clients.

Reliability means more than the provision of secure service for us. 

Our goal is always to be at disposal and in events of need to 
offer our experience and together find a solution of the technical 
problems. 

Our aspiration is to be your reliable partner at any time.
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Elastomer Trade-names

NR Natural rubber Natsyn®, Cariflex IR®

IR Isopren rubber

SBR Styrene-butadiene rubber Buna Hüls®, Polysar S®, 
Solprene®

BR Butadiene rubber Buna CB®, Polybutadien K®

IIR Isobutylene-isoprene rubber Polysar Butyl®, Esso-Butyl®

EPDM Ethylene-propylene terpolymer Keltan®, Buna AP®, Dutral®

NBR Acrylonitrile-butadien rubber Perbunan®, Polysar-Krynac®

ECO Epichlorhydrin rubber Herclor®, Hydrin®

CR Chloroprene rubber Baypren®, Neoprene®

CSM Chlorosulfonated polyethylene Hypalon®

TPU Polyurethane Urepan®, Desmopan®

HNBR Hydrous acrylonitrile-butadiene  
rubber

Therban®, Zetpol®

VMQ Silicone rubber Silopren®

FVMQ Fluorosilicone rubber Silastic®

FKM Fluorinated rubber Viton®, Fluorel®, Tecnoflon®

ACM Polyacrylate rubber Hycar®

FFKM Perfluorinated rubber Kalrez®

PTFE Polytetrafluoroethylene Teflon®, Hostaflon®

(POM) Polyoxymethilene Delrin®, Hostaform®

(PA) Polyamide 
Polyesterelastomer

Ultramid®,  
Hytrel®, Ultradur®

AISI 304, AISI 301 
(1.4301, 1.4310)

Stainless steel

AISI 316 Ti 
(1.4571)

Stainless steel

Stainless steel Elgiloy®, trade-name registred 
by Elgiloy Corp.®

Material 
indication 
according 
to ISO 1629
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Static seals

Type Ref. Material Dimensions metr. inch

OR O-rings EPDM
NBR
ECO
CR
AU, EU
HNBR
VMQ
FVMQ
FKM
ACM
FFKM
PTFE

Approved compounds
DIN-DVGW,
KTW, WRC

National/international 
standards

AS 568 A
AN 6227
AN 6230
MS 29513
BS 1806
JIS W 1516
JIS W 1517
R 28–R88
MS 29512	
BS 4518	
SMS 1586	
JIS B 2401
R 0–R 27
ISO 3601/1
DIN 3771/1

General metric sizes
(DIN 3770)

Special sizes:
up to 2100 mm o.d.

■ ■

Also:
Encapsulated FEP-O-ring

PTFE covered O-ring

Joined O-ring
glued or vulcanized

NBR
EPDM
FKM
VMQ

CORD Cords

Also:
Other profiles:
square, rectangular
as per drawing

NBR
FKM
EPDM
VMQ 
Also:
Other elastomers

1,0 - 30 mm Ø
National/international 
standards

■ ■

XR X-rings

Also:
With special surface 
treatment to improve 
sliding property

Standard compound:
NBR70, FKM70

Also:
EPDM
ACM
VMQ
FVMQ

British/American 
standard	

■

FLR Washer

Moulded

Cut from tube

Punched

Any common elastomer, 
thermoplastics metals

Any size ■ ■
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Static seals

Type Ref. Material Dimensions metr. inch

BRI STU Back-up-ring

Lathed

Moulded

Unsplit

Spiral back-up-ring

PTFE
PA
POM
NBR
Polyesterelastomer

According to all  
O-ring sizes

■ ■

BS US Bonded seals NBR
FKM
EPDM
Metal-anti-corrosion 
plated

British/American 
standards
French and German 
metric standard

■ ■

BS USS Self-centring
Thread sealing

Other elastomers
Metal ring from
stainless steel AISI 304

EC VER Cover seal

Outer diameter
grooved

NBR-metal
FKM-metal
VMQ-metal
Other elastomers
Metal case from
stainless steel AISI 304

Standard:
Up to 230 mm o.d.

Also:
Up to 450 mm o.d.

■ ■

FSO MA45 U-ring
outside sealing

Flanges

Slow rotating and 
swivelling
movements
Preferably used with 
extreme
temperatures and 
aggressive media

PTFE-compounds
V-spring in stainless
steel AISI 301 and Elgiloy

Max. 1300 mm o.d. ■ ■

FSI MA46 U-ring
inside sealing

Flanges

Slow rotating and 
swivelling
movements
Preferably used with 
extreme
temperatures and 
aggressive media

PTFE-compounds
V-spring in stainless
steel AISI 301 and Elgiloy

Max. 1300 mm o.d. ■ ■

FOR Custom-moulding

Moulded

Lathed

Any common elastomer,
thermoplastics

Rubber-to-metal
bondings

Specification, drawing, 
sample

■ ■



7

Static seals

Type Ref. Material Dimensions metr. inch

BOX O-ring-box NBR70
NBR90
FKM80
VMQ70
EPDM70

British/American 
standard,
French standard,
Swedish/British-metric 
standard,
German-metric 
standard
Sizes upon special 
requests

■ ■

BOX Cord service box NBR70
FKM75
VMQ60
EPDM70

1,78 - 8 mm metric/ 
inch-sizes

Also:
Other sizes
Any national standard

■ ■

FSI K82 Flange seal TPU95 Standard ■ ■

PR Profile ring NBR90 Black
FKM80 Green
EPDM80 Violet

DIN 3869 ■ ■

RR Retaining rings Steel type 
C60 / C75
1.1740/1.1750
Stainless steel
AISI 420 MoV
1.4021 MoV/1.4122

DIN 471
DIN 472
DIN 6799

■
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Rotary seals

Type Ref. Material Dimensions metr. inch

RS WA

RS WAS

RS WB

RS WBS

RS WC

RS WCS

RS WAO

RS WBO

RS WAY

RS WASY

RS WAD

RS WBD

Rotary shaft seals

Standard types А, В, С
With and without 
protective lip

Specials:
Completely covered 
metal case,
Without spring,
With helix,
With grooves on the o.d.
Double protective lip,
Double sealing lip,
Reinforced sealing lip
for higher pressure

For outside sealing

NBR
FKM
VMQ
EPDM
ACM
Other elastomers

AISI 304

PTFE -plated sealing lip

National/international 
standards
up to 600 mm o.d

Spring in stainless steel

■ ■

RS WAX
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Rotary seals

Type Ref. Material Dimensions metr. inch

RS VIA

RS VIAS

RS VIAO

RS VIBO

RS VIAD

RS VIAY

RS VIASY

Rotary shaft seals

Completely covered 
metal case

Also:
With protective lip

FKM80

Spring in stainless
AISI 304

National/international 
standards
up to 600 mm o.d.

■ ■

RS SIA

RS SIAS

Rotary shaft seals

Standard types А, В, С
With and without 
protective lip

VMQ80 National/international 
standards
up to 600 mm o.d.

■ ■

RS WCL Rotary shaft seal

Non-moulded type

Also:
With additional 
protective lip

Metal case
+ NBR
+ FKM
+ VMQ
+ Leather
+ PTFE

Elastomer or felt

From 50 mm up to  
1700 mm o.d. 
nearly any sizes

From 50 mm up to 
1300 mm o.d. 

■ ■
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Rotary seals

Type Ref. Material Dimensions metr. inch

RS WEPO Rotary shaft seal

With spring energized 
sealing lip

O-ring as static housing 
seal

Lathed type

Also:
With protective lip

PTFE-carbon-
compound

Spring in stainless steel
AISI 316 Ti

FKM80

Any sizes	
up to 1300 mm o.d.

■ ■

RS WCP20 Rotary shaft seal

Non-moulded type

Metal case from 
stainless steel
AISI 316L + FKM
Sealing lip consisting of 
PTFE-compound

From 30 mm 
up to 500 mm o.d. 
nearly any sizes

■ ■

RS WE

RS WE5

RS WE6

RS WE7

Rotary shaft seals

Also:
Split type

Pure elastomer 
without fabric 
reinforcement

NBR/NBR-impregnated
fabric + steel spring

Also:
Other elastomers + 
stainless steel spring
AISI 304

Up to 1200 mm o.d. ■ ■

VR VA

VR VS

VR VL

VR VE

V-Rings NBR60
FKM70

Also:
Other elastomers

3–2000 mm 
shaft diameter

5–199 mm 
shaft diameter

140–400 mm 
shaft diameter

450–2000 mm 
shaft diameter

■
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Rotary seals

Type Ref. Material Dimensions metr. inch

AXS VRM1

AXS VRM2

Axial seals

Also:
With extended metal
housing, outside seal 
protection against dirt

NBR

Metal housing 
anti-corrosion plated

Also:
Other elastomers

Metal case from
stainless steel 
AISI 304

Up to 250 mm o.d. ■

RDI WDI32 Radial seal 
inside sealing

Preferably for rotating 
and swivelling 
movements

PTFE-carbon-
compound 

NBR

Also:
Other PTFE-compound 
and elastomers

Up to 1300 mm o.d. ■ ■

RDA 
WDA32

Radial seal
outside sealing

Preferably for rotating 
and swivelling 
movements

PTFE-carbon- 
compound

NBR

Also:
Other PTFE-compound
and elastomers

Up to 1300 mm o.d. ■ ■

RDI MA47 Radial U-ring

Preferably used with 
extreme temperatures 
and aggressive media

PTFE,
PTFE-compounds

V-spring in stainless
steel AISI 304

Also:
V-spring in Elgiloy

Up to 1300 mm o.d. ■ ■
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Hydraulic seals

Type Ref. Pressure  
(bar)

Temp.  
(°C)

Speed  
(m/s)

Material Dimensions 
metr.   inch

U-rings

HPRS 
MA21

Piston/Rod seal 160 -30
+100

0,5 NBR90 ■ ■

HPRS 
MA22

Piston/Rod seal 100 -30
+100

0,5 NBR90 ■ ■

HPS MA23 Piston seal 160 -30
+100

0,5 NBR90 ■ ■

HRS MA24 Rod seal 160 -30
+100

0,5 NBR90 ■ ■

HRS MA96 Rod seal 150 -30
+105

0,5 NBR90 ■

HPRS 
MA25

Piston/Rod seal 300 -40
+100

0,5 TPU92 ■ ■

HPS MA28 Piston seal 400 -40
+100

0,5 TPU92 ■ ■

HRS MA30 Rod seal 400 -40
+100

0,5 TPU92 ■ ■

HRS MA35 Rod seal 400 -40
+100

0,5 TPU92 ■ ■

HPRS 
MA36

Piston/Rod seal 400 -40
+100

0,5 TPU92 ■ ■
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Hydraulic seals

Type Ref. Pressure  
(bar)

Temp.  
(°C)

Speed  
(m/s)

Material Dimensions 
metr.   inch

HRS MA39 Rod seal 400 -40
+100

0,5 TPU92 ■ ■

HPS MA40 Piston seal 400 -30
+100

0,5 TPU92/POM ■ ■

HRS MA41 Rod seal 400 -40
+100

0,5 TPU92/POM ■ ■

HPRS 
MA42

Piston/Rod seal 400 -40
+100

0,5 TPU92/NBR70 ■ ■

HRS MA51 Rod seal 630 -30
+100

0,5 TPU92/NBR/POM ■ ■

HRS MA43 Rod seal 350 -150
+250

15 PTFE-compounds/
spring steel
AISI 301

■ ■

HPS MA44 Piston seal 350 -150
+250

15 PTFE-compounds/ spring 
steel
AISI 301

■ ■
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Hydraulic seals

Type Ref. Pressure  
(bar)

Temp.  
(°C)

Speed  
(m/s)

Material Dimensions 
metr.   inch

Wipers

WR A40 Wiper -40
+100

4 NBR90 ■ ■

WR A41 Wiper -40
+100

4 NBR90 ■

WR AD51 Double Wiper -40
+100

1 NBR90 ■

WR AD53 Double Wiper -40
+100

1 NBR90 ■ ■

WR AM43 Wiper -40
+100

1 NBR90/steel DIN 1624 ■

WR AM45 Wiper -40
+100

1 NBR90/steel DIN 1624 ■

WR A42 Wiper -40
+100

2 TPU92 ■

WR A47 Wiper -40
+100

2 TPU92 ■

WR AD48 Double Wiper -40
+100

1 TPU92 ■

WR AM44 Wiper -40
+100

2 TPU92/steel DIN 1624 ■ ■

WR AM54 Wipers -40
+100

1 TPU92/steel DIN 1624 ■ ■
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Hydraulic seals

Type Ref. Pressure  
(bar)

Temp.  
(°C)

Speed  
(m/s)

Material Dimensions 
metr.   inch

WR ADM55 Double Wiper -40
+100

1 TPU92/steel DIN 1624 ■

WR AD70 Double Wiper -30
+100

2 TPU98/NBR70 ■

WR AD71 Double Wiper -30
+100

2 TPU98/NBR70 ■

WR A11 Wipers -40
120

4 TPE55 ■ ■

WR A05 Wipers -30
+100

1 TPU95 ■ ■

WR A06 Wipers -30
+100

1 TPU93 ■ ■

WR A80 Wiper -30
+100

15 PTFE-Bronze-
compound/NBR70

■

WR AD60 Double Wiper -30
+120

15 PTFE-Bronze-
compound/NBR70

■

WR AD61 Double Wiper -30
+100

15 PTFE-Bronze-
compound/NBR70

■
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Hydraulic seals

Type Ref. Pressure  
(bar)

Temp.  
(°C)

Speed  
(m/s)

Material Dimensions 
metr.   inch

Hydraulic piston seals

HPS K01 Piston seal 400 -30
+100

0,5 NBR-impregnated fabric/
polyesterelastomer/POM

■ ■

HPS K03 Piston seal 400 -30
+100

0,5 NBR/polyester-elastomer/
POM

■ ■

HPS K22 Piston seal 400 -30
+100

0,5 NBR-impregnated fabric/
NBR/POM

■

HPS K25 Piston seal 700 -30
+100

0,5 NBR-impregnated fabric/
NBR/POM

■

HPS K14 Piston seal 400 -30
+100

0,5 NBR/NBR-impregnated 
fabric/POM

■ ■

HPS K16 Piston seal 400 -30
+100

0,5 NBR/NBR-impregnated 
fabric/POM

■ ■

HPS K15 Piston seal 40 -30
+100

0,5 NBR80/metal ■

HPS K17 Piston seal 60 -30
+100

0,5 NBR90/metal ■

HPS K30 Piston seal 400 -30
+100

15 PTFE-Bronze-compound/
NBR70

■ ■

HPS K31 Piston seal 400 -30
+100

15 PTFE-Bronze-compound/
NBR70

■ ■
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Hydraulic seals

Type Ref. Pressure  
(bar)

Temp.  
(°C)

Speed  
(m/s)

Material Dimensions 
metr.   inch

HPS K49 Piston seal 400 -30
+100

1 TPU/NBR ■

HPS K70 Piston seal 250 -30
+100

0,5 TPU95/NBR70 ■

HPS K71 Piston seal 400 -30
+100

1,5 PTFE/NBR/POM ■

HPS K501 Piston seal 500 -30
+100

1 PA/NBR ■

HPS K753 Piston seal 400 -30 
+105

2 PTFE/NBR70 ■
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Hydraulic seals

Type Ref. Pressure  
(bar)

Temp.  
(°C)

Speed  
(m/s)

Material Dimensions 
metr.   inch

Hydraulic rod seals

HRS S01 Rod seal 400 -30
+100

0,5 NBR-impregnated fabric/
NBR/polyesterelastomer/
POM

■ ■

HPRS S05 Piston/Rod seal 200 -30
+100

0,5 NBR/NBR-impregnated
fabric

■ ■

HRS S07 Rod seal 400 -30
+100

0,5 NBR/NBR-impregnated 
fabric/POM

■

HRS S12 Rod seal 700 -30
+100

0,5 NBR/NBR-impregnated 
fabric/POM

■ ■

HRS S30 Rod seal 400 -30
+100

15 PTFE-Bronze-compound/
NBR70

■ ■

HRS S31 Rod seal 400 -30
+100

15 PTFE-Bronze-compound/
NBR70

■ ■

HRS S72 Rod seal 400 -30
+100

0,5 TPU92/POM ■

HRS S73 Rod seal 400  -40
+100

0,5 TPU95/POM ■

HRS S150 Rod seal 400 -30
+100

0,5 SP.NBR/FAB ■

HRS S151 Rod seal 250 -30
+80

2 SP.NBR/FAB/ 
POM/PTFE

■

HRS S152

HRS S153

Rod seal 80 -30
+80

1 SP.NBR/FAB

SP.NBR/FAB/POM	

■
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Hydraulic seals

Type Ref. Pressure  
(bar)

Temp.  
(°C)

Speed  
(m/s)

Material Dimensions 
metr.   inch

Guide strips

GS FUB01 Guide strip
Piston-/Rod

-60
+200

15 PTFE-compounds ■ ■

GS FUB02 Piston/Rod  -50
130

1 polyester-based
fabric laminate

■ ■

GRR FUR01 Rod guide ring -60
+200

15 PTFE-compounds ■ ■

GRP FUR02 Piston guide ring -60
+200

15 PTFE-compounds ■ ■

GRR FUR03 Rod guide ring -40
+130

0,5 POM-Glas-compound ■ ■

GRP FUR04 Piston guide ring -40
+130

0,5 POM-Glas-compound ■ ■

GRR FUR05 Rod guide ring -50
+130

0,5 polyester-based 
fabric laminate

■ ■

GRP FUR06 Piston guide ring -50
+130

0,5 polyester-based 
fabric laminate

■ ■
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Pneumatic seals

Type Ref. Pressure  
(bar)

Temp.  
(°C)

Speed  
(m/s)

Material Dimensions 
metr.   inch

Pneumatic piston seals

PSP K25 Piston seal 16 -30
+105

1 NBR75/METAL ■

PSP K50 Piston seals 16

12

-30
+80

-30
+105

1

1

TPU80

NBR80

■ ■

PSP K54 Piston seal 12 -20
+100

1 NBR70 ■

PSP K55 Piston seal 12 -30
+105

1 NBR/ALU ■

PSP K57 Piston seal 12 -30
+105

1 NBR/METAL ■

PSP K58 Piston seal 12 -25
+80

1 TPU/POM/ 
ALU/MAGNET

■

PSP K59 Piston seal 12 -30
+105

1 NBR80 
TPU80

■

PSP K62 Piston seal 12 -30
+105

1 NBR70 ■

PSP K63 Piston seal 12 -30
+105

1 NBR70 ■

PSP K65 Piston seal 12 -30
+105

1 NBR70 ■
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Pneumatic seals

Type Ref. Pressure  
(bar)

Temp.  
(°C)

Speed  
(m/s)

Material Dimensions 
metr.   inch

Pneumatic rod seals

PSR K30 Rod seal 16 -30
+105

1 NBR70/METAL ■

PSR K51 Rod seal 16 -30
+80

1 TPU90 ■

PSR K52 Rod seals 16

16

-30
+105

-30
+80

1

1

NBR90

TPU90

■

PSR K53 Rod seal 16

16

-30
+105

-30
+80

1

1

NBR90

TPU90

■

PSR K56 Rod seal 16 -30
+80

1 NBR80/HYTREL ■

PSR K106 Rod seal 12 -30
+105

1 NBR80 ■

PSR K130 Rod seal 12 -30
+105

1 NBR80 ■
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Comparison Tables

HUBATA SEALS – STATIC SEALS MATERIAL Trelleborg SIMRIT PARKER

OR NBR, EPDM, FKM, VMQ OR OR V1

XR NBR70, FKM70 QRARO

CORD NBR, FKM, EPDM, VMQ

FLR

STU PTFE, PA, POM, NBR

US NBR, FKM, EPDM DDM - metric U 

BS US DDW - inch

BS USS NBR, FKM, EPDM DDM0C - metric USF 

BS USS DDW4C - inch

EC VER NBR,FKM YJ38 GA

FSO MA45 PTFE JG

FSI MA46 PTFE JF

FSI K82 TPU95 OV

HUBATA SEALS – ROTARY SEALS MATERIAL Trelleborg SIMRIT PARKER

RS WA NBR70 TRA BA

RS WAS NBR70 TRE BASL

RS WB NBR70 TRC B1

RS WBS NBR70 TRD B1SL

RS WC NBR70 TRB B2

RS WCS NBR70 TRF B2SL

RS WAO NBR70 TRK BAOF

RS WBO NBR70 TRG B1OF

RS WAY NBR80

RS WASY NBR80 TRQ_D BABSL

RS WAD NBR70 BADUO

RS WBD NBR70

RS WAX NBR70

RS VIA FKM80 TRA BAUM

RS VIAS FKM80 TRE BAUMSL

RS VIAO FKM80

RS VIBO FKM80

RS VIAD FKM80

RS VIAY FKM80

RS VIASY FKM80 BABSL

RS SIA VMQ80

RS SIAS VMQ80

RS WCL NBR75

RS WEPO PTFE

RS WCP21 PTFE TPA B2 PT

RS WE5 NBR/FAB R35

RS WE6 NBR/FAB R36

RS WE7 NBR/FAB R37

VR VA NBR60, FKM70 TWVA 

VR VS NBR60, FKM70 TWVS

VR VL NBR60, FKM70 TWLX

VR VE NBR60, FKM70

AXS VRM1 NBR, FKM TBP RB MSC01

AXS VRM2 NBR, FKM TBR 9RB MSC02

RDI WDI32 PTFE TG3 M15 OR

RDA WDA32 PTFE TG4 M16

RDI MA47 PTFE TVM JD
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HUBATA SEALS – HYDRAULIC SEALS MATERIAL Trelleborg SIMRIT PARKER

HPRS MA21 NBR90 N100

HPRS MA22 NBR90 N1

HPS MA23 NBR90 NA150

HRS MA24 NBR90 NI150

HPS MA31 NBR90 T

HRS MA32 NBR90 H

HRS MA96 NBR90

HPRS MA25 TPU92 RUB AUN100 GD

HPS MA28 TPU92 PUA NA300 B7

HRS MA30 TPU92 RUO B3

HPRS MA36 TPU92 RU1 KI310 GC

HRS MA35 TPU92 RU2

HRS MA39 TPU92 RU3 T22 BS

HPS MA40 TPU92/POM T18

HRS MA41 TPU92/POM RU3_B T23

HPRS MA42 TPU92/NBR70

HRS MA51 TPU92/NBR70/POM BD

HRS MA43 PTFE RVA FOI JS

HPS MA44 PTFE PVA FOA JK

WR A40 NBR90 WAP P6 A5

WR A41 NBR90 WSW ASOB A1

WR AD51 NBR90 WD17 P8

WR AD53 NBR90 P9

WR AM43 NBR90/METAL WSA AS AM

WR AM45 NBR90/METAL

WR A05 TPU95 WNW PU5

WR A42 TPU92 WNR AUASOB A5

WR A47 TPU92 WSW A1

WR AD48 TPU92 WD22 PU11 AY

WR AM44 TPU92/METAL WSPOP AUAS

WR AM54 TPU92/METAL WSP AUPS AF, AG

WR ADM55 TPU92/METAL

WR AD70 TPU98/NBR70

WR AD71 TPU92/NBR70

WR A11 TPE55

WR A46 PA

WR A80 PTFE/NBR70 AT

WR AD60 PTFE/NBR70 WE3 AD

WR AD61 PTFE/NBR70 WE5

HPS K01 NBR/FAB/POM PCH_G EK D1

HPS K03 NBR/PTE/POM PCB L43 ZW

HPS K22 NBR/FAB/POM PCE SIMKO 320x2

HPS K25 NBR/FAB/POM PCF

HPS K14 NBR/FAB/POM BINWO

HPS K16 NBR/FAB/POM BINWO-KR

HPS K15 NBR80/METAL

HPS K17 NBR90/METAL

HPS K30 PTFE/NBR70 PG4 OMK-MR OE

HPS K31 PTFE/NBR70 PS_ OMK-E OG

HPS K70 TPU95/NBR70 PW43 OMK-PU

HPS K71 PTFE/POM/NBR PKPO L27

HPS K753 PTFE/NBR70 PQ
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HUBATA SEALS – HYDRAULIC SEALS MATERIAL Trelleborg SIMRIT PARKER

HRS S01 NBR/FAB/POM RCH_G ES M2

HRS S07 NBR/FAB/POM RUM_E

HRS S12 NBR/FAB/POM RCK

HRS S30 PTFE/NBR70 RG4 ON

HRS S31 PTFE/NBR70 RS_ OMS-MR OD

HRS S72 TPU92/POM SM

HRS S73 TPU95/POM KI320

HRS S150 SP.NBR/FAB

HRS S151 SP.NBR/FAB/POM/PTFE W1

HRS S152 SP.NBR/FAB W2/W3

HRS S153 SP.NBR/FAB/POM

HRS S05 NBR/FAB RUM

GS FUB01 PTFE GM

GS FUB02 POL/FAB

GRR FUR01 PTFE GR SF F3

GRP FUR02 PTFE GP KF F3

GRR FUR03 POM/GLASS GR FRI

GRP FUR04 POM/GLASS FRA

GRR FUR05 POL/FAB SB FR

GRP FUR06 POL/FAB KB FR

HUBATA SEALS – PNEUMATIC SEALS MATERIAL Trelleborg SIMRIT PARKER

PSP K25 NBR70/METAL AK TDUOP DK

PSP K50 NBR80 NAPN 

PSP K50 TPU80 APDE 

PSP K54 NBR70 AIRZET PK PZ

PSP K55 NBR/ALUMINIUM DE

PSP K57 NBR/METAL NA DUO P DP

PSP K58 AL/TPU/POM/MAGNET PNEUKO M 310

PSP K59 NBR80 NAP210 Z8

PSP K59 TPU80 APDG NAP310 Z8

PSR K30 NBR70/METAL NIPSL E9

PSR K51 TPU90 ARAN AUNIPSL EU

PSR K52 NBR90

PSR K52 TPU90 NIPSL310 

PSR K53 NBR90 DIP PP

PSR K53 TPU90 AICM AUDIP PP

PSR K56 NBR80/HYTREL E8
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